
AMSC N/A 1 of 2 FSC 5910
DISTRIBUTION STATEMENT A.  Approved for public release; distribution is unlimited.

MIL-C-19978F
AMENDMENT 1
10 August 1998

MILITARY SPECIFICATION

CAPACITORS, FIXED, PLASTIC (OR PAPER-PLASTIC) DIELECTRIC,
(HERMETICALLY SEALED IN METAL, CERAMIC, OR GLASS CASES),

ESTABLISHED AND NON-ESTABLISHED RELIABILITY,
GENERAL SPECIFICATION FOR

This amendment forms a part of MIL-C-19978F, dated 31 March 1994, and is
approved for use by all Departments and Agencies of the Department of Defense.
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4.5, line 2: delete “6 month intervals” and substitute “12 month intervals”.

4.5, subparagraph b. Line 3 delete “6 month period” and substitute “12 month period”.

4.5, fourth paragraph, line 1: delete “each 6 month period” and substitute “each 12 month period”.

4.5, fourth paragraph, line 3: delete “the 6 month period” and substitute “the 12 month period”.
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4.5.1,  line 1: delete “Every 6 months” and substitute “Every 12 months”.

4.5.1,  line 8: delete “6 month period” and substitute “12 month period”.
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TABLE XI Group A inspection lot, Subgroup 4, Solderability, Sampling procedure, change “13 samples to “5
samples”
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TABLE XIII Group A inspection lot, Subgroup 3, Solderability, Sampling procedure, change “13 samples to “5
samples”
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TABLE XVI Group C inspection, Subgroup 1, after Shock (specified pulse) (not applicable to ceramic or glass cased
units), add “1/”.

TABLE XVI Group C inspection, Subgroup 1, after Vibration, add “1/”.
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At the bottom of TABLE XVI add the following “1/  The time period for Shock and Vibration tests is a minimum of
once every 24 months in accordance with the respective requirement and method paragraphs.
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5.1,  delete and substitute:

“5.1  Packaging.  For acquisition purposes, the packaging requirements shall be as specified in the contract or
order (see 6.2).  When actual packaging of materiel is to be performed by DoD personnel, these personnel need to
contact the responsible packaging activity to ascertain requisite packaging requirements.  Packaging requirements
are maintained by the Inventory Control Point's packaging activity within the Military Department or Defense
Agency, or within the Military Department's System Command.  Packaging data retrieval is available from the
managing Military Department's or Defense Agency's automated packaging files, CD-ROM products, or by
contacting the responsible packaging activity.”

Custodians: Preparing activity:
Army - CR DLA - CC
Navy - EC
Air Force - 85

Review activities:
Air Force - 19, 99 (Project 5910-1956)
Navy MC
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